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l DVBAnalyzer
Powerful analyzing of all aspects of DVB/ATSC/ISDB Transport streams.

Usage of different high-level overviews, down to bit interpretation.

l DVBMosaic
Real-time mosaic overview showing multiple services received from multiple 

Transport Streams. Detection, visualization and signaling of freeze, black, silence, 

PID lost, service lost and input lost behavior.

l DVBLoudness
Powerful real-time Loudness measurements for multiple Audio services coming from 

Multiple Transport Streams. Loudness is measured according to the ITU-R BS.1770 

standard and EBU R-128 recommendation.

l DVBMonitor
Automated powerful complex real-time 24/7 compliance monitoring of all aspects of 

DVB for multiple Transport Streams. Usage of Multiple checks, templates, sites, 

users, severities, notifications and actions.



DVBProcessor           l
Toolkit for generation and altering of multiple DVB streams, both SPTS and MPTS.

Different building blocks: Audio Level Control (ALC), PES Synchronization, 

Teletext transcoding/generation, SI/PSI generation and Test-stream generation.

IPProbe                   l
Real-time network measurements for multiple IP interfaces. Detection of Packet loss, 

IAT (Inter Arrival Time), Delay factor (RFC 4445), Bitrate and ETR290 problems. 

DVBPlayer                   l 
E asy playout application for transport stream files.

Output to File, UDP (Unicast or Multicast) or ASI.

DVBEncoder                            l            
H.264 encoding and streaming of HD/SD SDI, HDMI, and Composite inputs.

Option for DVBMosaic and DVBLoudness.

DVBStreamRecorder                l            
Instant and scheduled Stream recording.                                    



DVBMosaic
Real-time mosaic overview showing multiple services received from multiple 

Transport Streams. 

Detection, visualization and signaling of freeze, black, silence, PID lost, 

service lost and input lost behavior. 

Intuitive configuration for multiple walls, which can decode MPEG-2/AVC/HEVC Video, 

MPEG, AAC and Dolby® Audio, Teletext and DVB-Subtitles. 

Walls can be completed using clocks and graphics. 

Features
l Freeze detection   l Remote control  

l Black detection   l DVBMonitor connectivity     

l Silence detection   l Round Robin     

l Input Lost detection   l ETR290 (Level 1) measurements     

l PID Lost detection   l Aspect ratio detection     

l Service Lost detection  l Teletext        

l Multiple walls    l DVB-subtitles     

l Acknowledge mode   l Clocks      

l Visual signaling   l Images

l Audio alerts    l Preferences

l SNMP traps    l MPEG-2 / AVC (H.264) / HEVC (H.265) video

l Mail alerts    l MPEG / AAC / Dolby® Digital / Dolby® Digital + / Dolby®  E audio

l Web enabled     

   

   

Input Support
File, HD/SD SDI, ASI, DVB-C, DVB-T/T2, DVB-S/S2, DVB-H, Unicast, Multicast and OTT.

Dolby and the double-D symbol are registered 
trademarks of Dolby Laboratories.
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Multiple displays 
When using DVBMosaic with 
a multi display output adapter, the 
output of the mosaic can be spread 
across multiple screens.

Round Robin
Automatically changing of walls can 
be realized using the Round Robin 
option.
The walls to be included and their 
display time can be customized by 
the user.

Customized preferences have impact 
on behavior and are categorized:
l Application
l Measurements
l SNMP
l Email
l Audio
l DVBMonitor
l Round Robin

Preferences Wall configuration 
Up to 10 walls can be configured with 
different Service components:
l Video (SD/HD/UHD)
l Audio
l DVB-Subtitles (SD/HD)
l Teletext (Subtitles, Newsflash,   
   Interrupted, Subpages)
l Images
l Clocks

l SyslogD
l iPhone
l Android



Signalling Types
All measurement errors and clearing 
will be logged via multiple 
communication routes:
l On-screen visualization
l Audio alerts
l SNMP traps, Email alerts
  Iphone / Android Notifications
l DVBMonitor integration

Multiple DVBMosaic agents can 
seamlessly be integrated with the 
DVBMonitor Server and Clients. 
This will enable remote monitoring 
of all connected DVBMosaic Clients,  
from all over the world.

DVBMonitor Solution

l Ordering

l Benchmark

CPU SD MPEG-2 SD AVC/H.264 HD MPEG-2 HD AVC/H.264

i7-930 40 25 10 5

i7-980 70 50 20 9

Dual X5550 75 55 22 10

Dual X5675 110 75 30 15

Dual E5-2680V2 26

Dual E5-2687V3 30

License points calculation

1 SD TV Service = 1 License Point

1 HD TV Service = 2 License Points
1 UHD TV Service = 4 License Point

1 LD TV Service = 0,5 License Point
Every TV service has 1 Video and 1 Audio component
Video: MPEG-2, AVC, HEVC
Audio: MPEG, AAC
For Dolby® decoding, extra Dolby® license are needed

1 Teletext or DVB-Subtitle = 0,5 License Point
1 Audio = 0,2 License Point
ETR-290 Level 1 (MPTS) = 1 License Point
ETR-290 Level 1 (SPTS) = 0,2 License Point

* ‘Light’ means no checks enabled.

Type Description

Software Base
DC-10 DVBMosaic base software license, including 10 License Points
DCL-10 DVBMosaic Light base software license, including 10 Light License Points*

Software Options
DC+10 10 extra License Points

DCL+10 10 extra Light License Points (Can only be used with DCL-10 Base License)
DC-DD5 5 Dolby® Digital Plus decoders
DC-DD20 20 Dolby® Digital Plus decoders
DC-DD50 50 Dolby® Digital Plus decoders
DC-DE5 5 Dolby® -E decoders
DC-RR Automatic Round Robin cycling between different Wall configurations

l Benchmark
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