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Intuitive tools that enables you to Control DVB!
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l DVBAnalyzer
Powerful analyzing of all aspects of DVB/ATSC/ISDB Transport streams.

Usage of different high-level overviews, down to bit interpretation.

l DVBMosaic
Real-time mosaic overview showing multiple services received from multiple 

Transport Streams. Detection, visualization and signaling of freeze, black, silence, 

PID lost, service lost and input lost behavior.

l DVBLoudness
Powerful real-time Loudness measurements for multiple Audio services coming from 

Multiple Transport Streams. Loudness is measured according to the ITU-R BS.1770 

standard and EBU R-128 recommendation.

l DVBMonitor
Automated powerful complex real-time 24/7 compliance monitoring of all aspects of 

DVB for multiple Transport Streams. Usage of Multiple checks, templates, sites, 

users, severities, notifications and actions.



DVBProcessor           l
Toolkit for generation and altering of multiple DVB streams, both SPTS and MPTS.

Different building blocks: Audio Level Control (ALC), PES Synchronization, 

Teletext transcoding/generation, SI/PSI generation and Test-stream generation.

IPProbe                   l
Real-time network measurements for multiple IP interfaces. Detection of Packet loss, 

IAT (Inter Arrival Time), Delay factor (RFC 4445), Bitrate and ETR290 problems. 

DVBPlayer                   l 
E asy playout application for transport stream files.

Output to File, UDP (Unicast or Multicast) or ASI.

DVBEncoder                            l            
H.264 encoding and streaming of HD/SD SDI, HDMI, and Composite inputs.

Option for DVBMosaic and DVBLoudness.

DVBStreamRecorder                l            
Instant and scheduled Stream recording.                                    



IPProbe
Real-time network measurements for multiple IP interfaces. Detection of Packet loss, 

IAT (Inter Arrival Time), Delay, Bitrate and ETR290 problems. 

Stable packet generation and receiving is a key feature required in any modern IPTV 

environment. Any irregularity and/or discontinuity in this packet stream means 

buffering problems or losing frames. 

IP jitter provides a means to see the distribution and stability in the IP stream.

Features
l Up to 10G connectivity     

l Packet loss detection

l IAT (Inter Arrival Time) measurements

l IP Packet Jitter                   

l Delay factor (RFC 4445) 

l Bitrate measurements

l ETR290 measurements

l Deep Packet Inspection

l Visual On screen Alarms

l SNMP

l Email

l SMS

l Syslog

l DVBMonitor integration

l Web enabled

Input Support
Unicast, Multicast and Live OTT Streaming.

l Grid view

l Traffic overview

l Stream viewer

l Multiple severities

l Templates

l Checks with multiple thresholds

l Groups

l Streams aliases

l Stream ordering

l Multiple users

l User restrictions





IP Measurements Jitter 
Measurement of variation in the Inter 
Arrival Time (IAT) of the data 
packets.
Irregular reception of packets will 
over and under-run receivers input 
buffers.

Packet loss and packet delay 
variation are the most important 
characteristics in determining the 
quality of an Video IP network.
Therefore this behavior should be 
monitored 24/7 for each stream.

Delay Factor 
The Delay Factor is a time value 
indicating how many milliseconds 
worth of data the buffers must be 
able to contain in order to eliminate 
jitter.

Multiple viewers
The status and measured values 
of all streams can be viewed from 
different angles with much detail 
information:
l Grid view
l Traffic overview
l Stream viewer



Checks 
All compliance checks are categorized 
in different templates.
Checks can have multiple thresholds 
and therefore trigger multiple 
severity levels.

l Ordering

Severities
Multiple severities can be used to 
signal the state of the following enti-
ties:
l Application
l Network
l Streams

Type Description

IPProbe IPProbe Software and Hardware, which enables IP and ETR290 measurements for all IP-Streams

Notifications
l Visual On screen Alarms
l SNMP
l Email
l SMS
l Scrip
l Syslog
l Smartphone

Hardware
l 1HE 19”
l Double Power
l Dual 10G adapter
l Web enabled



Client List






